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ABSTRACT 
 
 
Electricity load demand forecasting is an important element in the electric power 
industry for energy system planning and operation.  The forecast accuracy is the main 
characteristic in the forecasting process. Hence, in an attempt to achieve a good forecast, 
combined methods of empirical mode decomposition (EMD) and dynamic regression 
(DR), known as EMD-DR is proposed. Besides, the forecast performance of the 
combined model EMD and DR is compared with a single DR model. EMD is a powerful 
analysis technique for detecting non-stationary and nonlinear signal, while DR is a 
method that involves lagged external variables. The data used in this study are retrieved 
from half-hourly electricity demand (kW) and reactive power (var), whereby the reactive 
power data acts as exogenous variable for the DR method. The investigation is 
conducted using Statistical Analysis Software (SAS) for DR method and Matlab 
software for EMD. The findings reveal that the combined method, EMD-DR, give mean 
absolute percentage error (MAPE) 0.7237%, whereas for the DR method, 0.8074% is 
obtained, which suggests percentage improvement of 10.37%. 
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ABSTRAK 
 
 
 Ramalan bebanan permintaan elektrik merupakan elemen yang penting dalam 
industri penjanaan kuasa elektrik; kerana kegunaannya dalam perancangan dan operasi 
jana kuasa elektrik. Ukuran kejituan merupakan karakter utama dalam proses ramalan. 
Untuk mendapatkan model yang terbaik, kajian ini telah mencadangkan kaedah 
penggabungan model penguraian mode empirikal (EMD) dan regressi dinamik (DR) 
yang dikenali sebagai model EMD-DR. Ukuran kejituan kaedah penggabungan EMD 
dan DR dibandingkan dengan model tunggal DR. EMD merupakan satu kaedah analisis 
yang mantap bagi mengesan amaran yang tidak tetap dan tidak linear, manakala kaedah 
DR merupakan kaedah yang melibatkan pembolehubah luaran tersusul. Data setiap 
setengah jam bebanan permintaan elektrik (kW) dan data kuasa bertindak balas (var) 
merupakan data yang digunakan dalam kajian ini, di mana data kuasa bertindak balas 
bertindak sebagai pembolehubah luaran untuk kaedah DR. Kajian dijalankan 
mengunakan perisian analisis statistikal (SAS) bagi kaedah DR dan perisian Matlab bagi 
EMD. Dapatan kajian menunjukkan ukuran peratus purata ralat mutlak (MAPE) bagi 
kaedah penggabungan, EMD-DR, adalah sebanyak 0.7237%, manakala kaedah DR 
sebanyak 0.8074% juga menunjukkan peningkatan kejituan sebanyak 10.37%. 
 
  
 
 
 
 
 
 
 
 
